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ALGAE CARE

CUIDADO DE LAS ALGAS

Si usted no entiende la etiqueta, busque a alguien para que se la explique a usted en detalle.

DIRECTIONS FOR USE:

- Start with chemically balanced water.

- If algae are present, chlorine shock the pool. In biguanide pools, use dealer recommended shock

treatment.
- Brush pool surface and vacuum to filter with pump running.
- Test for phosphates using a phosphate test kit.
- Use dosage chart to determine correct dosage.

- Disperse the proper amount of KEM-TEK™ PHOSPHATE REMOVER into
pool by adding it slowly around the entire pool and in front of the return line.

- Add KEM-TEK™ ULTRA OR WATER CLARIFIER per label directions.
- Run filtration system for at least 24 hours.

- Watch the filter pressure; clean or backwash filter as necessary, according to
manufacturer’s directions.

- Re-test for phosphates using a phosphate test kit.

- Maintenance Dose: Use one ounce of KEM-TEK™ PHOSPHATE REMOVER
per 5,000 gallons weekly to maintain phosphate levels at or below 125 ppb.

CAUTION: Contains Lanthanum Chloride, avoid contact with eyes and skin.

FIRST AID

If contact occurs thoroughly rinse affected areas with cold water. If irritation persists get medical

attention.

DOSAGE CHART

Manufactured by:

PPB OF PHOSPHATE CHEM LAB PRODUCTS, INC.

Ontario, CA 91761
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SAVE A CHILD

FENCE THE POOL
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